
The Stimpson 488 electric powered eyelet /  grommet setting machine 
was designed to auto feed and set eyelets and grommets with a hole 
diameter of ½ inch or less. The Stimpson 488 machine is a heavy duty, 
precision built, versatile bench machine that was produced in two 
configurations. The first is a standard single action model used when 
your material is pre-punched and a 2 revolution model which first 
punches a hole and sets the eyelet or grommet on the second 
revolution.Like all auto feed eyelet machines, the Stimpson 488 
machine is capable of setting one diameter eyelet or grommet 
only.The machine has a throat depth of 5 inches.

Size Capacit y:  3/16 inch diameter eyelet to #4 grommet ( ½ inch
                            hole ID)

Advant ages:    Highly accurate electric powered table top eyelet
                            machine. Increased productivity. Single and double
                            revolution models available.

Maint enance: Lubrication with 30wt motor oil before use is 
                            recommended
Opt ional Equipm ent :
                             Hands Free electronic ring guard safety devise or
                             palm button actuation are available
                             Work plate with back and side gauges
Specif icat ions:

Dimensions: 20 ½ inches deep, 19 inches wide, 31 inch overall
                       height, mounted on table 51 inches

Weight: 265 pounds without a table

Electrical requirement:110 volt single phase (standard wall 
outlet)

Motor Size:1/2 horsepower

Rebuilt & Used Models available only
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